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PPPL NONCONFORMANCE REPORT NO: 3759 OpenDate 05/05/08

Status —S—BiepositonNeeded—  9-Closed Trend  07-Out Of Tolerance
Gepartment NS Division Construction
SourcelOrg £ab, Ops and Maint

tem DwgiPart¥  Coi A2 Procurement # DyCSK-FPA-00?

Cost Center WEBS/Other wis 185

RAP# 3317 Job Doc#  D-KCSX-FPA-GO2 Vendor

RAP Title Figid Period Assembly Station Two

] I HoldTag Applied »e

Noncenforming Conditien {include reguirement{s} violated}:

Step 6,4.16 of D-NCSX-FPA-002 requires coll racking alignment measurements with a maximum 005" RMS deviation. The actual
measurements for A2 is 008",
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(Above disposition reproduced here) The conical seats had been removed from this coil, and we
were forced to rely on the Romer arm measurements of the tooling balls that were taken when
conical seats were installed. The additional uncertainty degraded the alignment by 0.003/N3, but
this was our best, and only, way of getting back to the as-wound shape of the coil, and is acceptable.
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Disposition: Rework ~ Repair ___  Use Asls Return to Vendor___ Scrap____
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For rework or repair of vendor supplied equipment, fill in information below:

# Hours $ Est Labor $ G&A
$ Material $ Burden $ Total
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	Text1: Disposition reproduced from above. The conical seals had been removed from this coil, and we were forced to rely on the romer arm measurements of the tooling balls that were taken when conical seals were installed.  The additional uncertainty degraded the alignment by 0.003/√3, but this was our best, and only, way of getting back to the as-wound shape of the coil, and is acceptable.
 
	Text2: (Above disposition reproduced here)  The conical seats had been removed from this coil, and we were forced to rely on the Romer arm measurements of the tooling balls that were taken when conical seats were installed.  The additional uncertainty degraded the alignment by 0.003/√3, but this was our best, and only, way of getting back to the as-wound shape of the coil, and is acceptable.
 
 


