
Date  5/1/08                Number: 1157 

Company:  Vulcan Products Co.  PPPL PO# PE007982-W   

Item Drawing/Part# SE185-316, Sht 1 of 5 Parts 1 -4  
 
 
Job Description: NCSX FPA Station 3 20 deg. Wedge 

 
 
 
Hold Tag Applied? Yes  
 
NONCONFORMING CONDITION (include requirement(s) violated):  

 
Drawing calls for ASTM A36 material.  Actual material is ASTM A572, Gr. 50. Vulcan ordered A36 but was supplied with A572 material. 

Reported By  D. Barber - Vulcan    Date 5/1/08 
RECOMMENDED DISPOSITION (include actions to prevent recurrence):  
 

Use-As-Is X Repair  Rework  Scrap  
  

 
 
 
 
 
 
 
 
 
 

Disposition By:      Date  
 
 
PPPL Concurrence  Date  
 Cognizant Engineer (COG)   

PPPL Concurrence  Date  
 Responsible Line Manager (RLM)   
 
 

DISTRIBUTION 
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	Date: http://www.geocities.com/haimanaua/htdocs/steels/1018.html
	Text1: The certs on the A572 material indicate a  yield strength of 53 ksi, tensile 73 ksi.  This exceeds the minimum requirements of the ASTM A36 which is 36 ksi yield and 58 ksi tensile.


