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	Lift Data Sheet
	Attachment 6



	LIFT TITLE:

VVSA LIFT PROCEDURE
	Effective Date:
	Date Performed:



	LIFT PROCEDURE NO.

D-L-NCSX-997 Rev 0

AREA:
NCSX MF
	Repetitive Lift Expiration Date:
	
Approved:

                      LIFT MANAGER

	DISASSEMBLY PROCESS COMPLETED  (Print and Initial)                                          PIC:


PROCEDURE PREREQUISITES COMPLETED (Print and Initial)                                   QC:



	[image: image1.jpg]











DESCRIPTION: WEIGHT: approx. 4500 lbs.          DETERMINED BY:_3900 lbs. original wt. plus added parts est.   Sketch of rigging shall include: Crane Capacity, Hook Load, All Rigging, Lift Height, Flight Plan Sketch of equipment shall include: Dimensions, Bolts Removed, Allowable Tilt 

	CRANE OPERATOR

RIGGING TEAM (print)

       (print)

APPROVED:







(Print & initial)
QRS
PIC
LIFT ENGINEER


(Rigged per sketch)
(Equipment ready to lift)
(Qualification/inspection complete)


. . . PERFORM  LIFT . . . . . . . PERFORM  LIFT . . . . . . . PERFORM  LIFT . . . 

	Equipment is secure and rigging may be removed:
PIC:  


   Date Performed:




LIFT DATA SHEET AND ALL DATA TO BE RETURNED TO PPPL/ TFTR OPERATIONS CENTER.

LAF = 1.06


2385 lbs. load per leg at 4500 lb. load.








2 EA. 10’ SLINGS CHOKED ≥ 8500 CAP. (TAN)





2 EA. 1” SHACKLE �8 ½ TON CAP.





USE SLING PROTECTORS








