	CONDUCTOR SIZE PRE KEY STONING EVERY 2"



	
	
	
	
	
	
	(EASY WAY)
	
	

	NUMBER
	HEIGHT
	WIDTH
	LAY
	
	NUMBER
	HEIGHT
	WIDTH
	LAY

	 
	 
	 
	 
	
	90
	0.591
	0.701
	LM-6

	46
	0.590
	0.718
	O-1
	
	91
	0.59
	0.705
	NO-6

	47
	0.582
	0.715
	BC-1
	
	92
	0.593
	0.709
	OP-6

	48
	0.595
	0.716
	F-1
	
	93
	0.591
	0.703
	PA-6

	49
	0.585
	0.711
	I-1
	
	94
	0.592
	0.7
	B-6

	50
	0.584
	0.708
	KL-1.5
	
	95
	0.595
	0.705
	C-6

	51
	0.591
	0.710
	N-2
	
	96
	0.589
	0.701
	D-6

	52
	0.587
	0.712
	A-2
	
	97
	0.58
	0.701
	EF-6

	53
	0.587
	0.710
	C-2
	
	98
	0.594
	0.701
	FG-6

	54
	0.590
	0.705
	EF-2
	
	99
	0.59
	0.699
	GH--6

	55
	0.592
	0.706
	H-2
	
	100
	0.599
	0.704
	HI-6.5

	56
	0.586
	0.705
	J-2.5
	
	101
	0.592
	0.705
	IJ-6.5

	57
	0.594
	0.708
	L-2.5
	
	102
	0.59
	0.701
	K-6.5

	58
	0.596
	0.702
	N-3
	
	103
	0.591
	0.709
	L-6,5

	59
	0.586
	0.695
	P-3
	
	104
	0.589
	0.702
	M-6.5

	60
	0.590
	0.702
	AB-3
	
	105
	0.591
	0.71
	N-7

	61
	0.586
	0.700
	CD-3
	
	106
	0.59
	0.706
	O-7

	62
	0.588
	0.702
	EF-3
	
	107
	0.595
	0.707
	P-7

	63
	0.592
	0.704
	GH-3
	
	108
	0.589
	0.706
	A-7

	64
	0.596
	0.711
	I-3.5
	
	109
	0.596
	0.798
	B-7

	65
	0.598
	0.703
	JK-3.5
	
	110
	0.586
	0.701
	BC-7

	66
	0.591
	0.704
	LM-3.5
	
	111
	0.59
	0.707
	CD-7

	67
	0.598
	0.705
	N-4
	
	112
	0.582
	0.698
	E-7

	68
	0.590
	0.711
	OP-4
	
	113
	0.595
	0.701
	F-7

	69
	0.596
	0.712
	A-4
	
	114
	0.589
	0.699
	G-7

	70
	0.591
	0.710
	BC-4
	
	115
	0.588
	0.693
	H-7

	71
	0.591
	0.710
	D-4
	
	116
	0.6
	0.695
	I-7.5

	72
	0.580
	0.694
	EF-4
	
	117
	0.588
	0.695
	J-7.5

	73
	0.598
	0.702
	G-4
	
	118
	0.59
	0.696
	JK-7.5

	74
	0.592
	0.711
	HI-4.5
	
	119
	0.588
	0.703
	L-7.5

	75
	0.594
	0.690
	J-4.5
	
	120
	0.588
	0.7
	M-7.5

	76
	0.595
	0.690
	KL-4.5
	
	121
	0.591
	0.705
	MN-7.5

	77
	0.599
	0.699
	M-4.5
	
	122
	0.59
	0.692
	NO-8

	78
	0.599
	0.701
	N-5
	
	123
	0.592
	0.703
	OP-8

	79
	0.595
	0.696
	OP-5
	
	124
	0.584
	0.706
	PA-8

	80
	0.598
	0.691
	A-5
	
	125
	0.585
	0.701
	AB-8

	81
	0.596
	0.698
	B-5
	
	126
	0.584
	0.701
	BC-8

	82
	0.592
	0.702
	CD-5
	
	127
	0.579
	0.7
	C-8

	83
	0.594
	0.700
	DE-5
	
	128
	0.581
	0.709
	D-8

	84
	0.604
	0.705
	F-5
	
	129
	0.59
	0.705
	F-8

	85
	0.594
	0.699
	GH-5
	
	130
	0.589
	0.701
	EF-8

	86
	0.595
	0.695
	HI-5
	
	131
	0.588
	0.701
	FG-8

	87
	0.595
	0.701
	IJ-5.5
	
	132
	0.592
	0.704
	GH-8

	88
	0.595
	0.701
	K-5.5
	
	133
	0.595
	0.692
	HI-8

	89
	0.587
	0.705
	L-5.5
	
	134
	0.59
	0.694
	IJ-8.5

	
	26.054
	30.975
	
	
	135
	0.6
	0.698
	JK-8.5

	
	0.606
	0.720
	
	
	
	27.141
	32.373
	

	
	
	
	
	
	
	0.590022
	0.703761
	

	
	
	
	
	
	
	
	
	

	NUMBER
	HEIGHT
	WIDTH
	LAY
	
	NUMBER
	HEIGHT
	WIDTH
	LAY

	136
	0.592
	0.700
	K-8.5
	
	166
	0.581
	0.702
	BC-10

	137
	0.589
	0.695
	L-8.5
	
	167
	0.602
	0.7
	CD-10

	138
	0.580
	0.696
	LM-8.5
	
	168
	0.602
	0.709
	D-10

	139
	0.595
	0.695
	MN-8.5
	
	
	1.785
	2.111
	

	140
	0.597
	0.701
	NO-9
	
	
	0.595
	0.703667
	

	141
	0.600
	0.705
	OP-9
	
	
	(EASY WAY)
	
	

	142
	0.590
	0.700
	P-9
	
	
	
	
	

	143
	0.598
	0.695
	PA-9
	
	
	
	
	

	144
	0.593
	0.699
	AB-9
	
	
	
	
	

	145
	0.598
	0.690
	BC-9
	
	
	
	
	

	146
	0.589
	0.691
	CD-9
	
	 
	 
	 
	

	147
	0.596
	0.701
	D-9
	
	 
	Height
	Width
	

	148
	0.595
	0.702
	E-9
	
	Average
	0.595
	0.706
	

	149
	0.592
	0.693
	EF-9
	
	 
	 
	 
	

	150
	0.591
	0.699
	EG-9
	
	
	
	
	

	151
	0.595
	0.692
	GH-9
	
	
	
	
	

	152
	0.590
	0.690
	HI-9
	
	
	
	
	

	153
	0.589
	0.694
	I-9.5
	
	
	
	
	

	154
	0.591
	0.693
	IJ-9.5
	
	
	
	
	

	155
	0.585
	0.694
	JK-9.5
	
	
	
	
	

	156
	0.587
	0.698
	KL-9.5
	
	
	
	
	

	157
	0.587
	0.692
	L-9.5
	
	
	
	
	

	158
	0.586
	0.696
	LM-9.5
	
	
	
	
	

	159
	0.582
	0.694
	MN-9.5
	
	
	
	
	

	160
	0.598
	0.703
	NO-10
	
	
	
	
	

	161
	0.586
	0.702
	O-10
	
	
	
	
	

	162
	0.585
	0.705
	OP-10
	
	
	
	
	

	163
	0.580
	0.704
	PA-10
	
	
	
	
	

	164
	0.594
	0.710
	A-10
	
	
	
	
	

	165
	0.587
	0.700
	B-10
	
	
	
	
	

	 
	17.717
	20.929
	
	
	
	
	
	

	
	0.591
	0.698
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


