
Open DatePPPL NONCONFORMANCE REPORT NO: 3734 11/08/07

                   (1/8/08)                                                           07-Out Of Tolerance

WBS 142NCSX

Fabrication, Operations & Maintenance

A1 Mod. Coil

3234 D-NCSX-MCF-004

HoldTag Applied

MCWF-A1;  During the final Megger testing of the A1 modular coil an "arc over" or "short to ground" occurred at 5000 volts.  D-NCSX-MCF-
004 R3 paragraph 6.19.10 states an acceptance criteria for this test to be 7500 volts with >1K Meg ohms of insulation resistance.  
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Disposition:    Rework___     Repair ___     Use As Is___     Return to Vendor___     Scrap___    
 
 
 
 
 
 
 
 
 
 
 
 
For rework or repair of vendor supplied equipment, fill in information below: 
 
 # Hours    ________         $ Est Labor__________      $ G&A__________ 
 
    $ Material ________        $ Burden    __________      $ Total __________ 
 
 
 
Disposition by     ___________________________________________ 
 
 
Supervisor's Concurrence   ___________________________________________ 
   
 
Eng. Dept. Head Concurrence  ___________________________________________ 
 
 
Other (i.e., WCO/FPE) Concurrence ___________________________________________ 
 
 
 
 
 
PQA/QC Mgr Disposition Concurrence ___________________________________________ 
 
 
QA Field Verification by   ___________________________________________ 

cphelps
Line


		2007-11-08T12:26:37-0500
	John E. Boscoe


		2007-12-18T14:10:09-0500
	Jim Chrzanowski


		2008-01-07T12:20:31-0500
	Lawrence E. Dudek


		2008-01-07T12:22:49-0500
	Mike Williams


		2008-01-08T11:17:53-0500
	John E. Boscoe


		2008-01-08T11:35:07-0500
	N/A


	Text2: 
	Text3: 
	Text4: X
	Text5: 
	Text6: 
	Text7: 12
	Text8: $1200
	Text9: 
	Text10: 
	Text11: 
	Text12: 
	Text13: The original lead area cooling tube configuration connected the cooling tubes directly to the coil, causing a potential shorting problem .  ORNL made a cooling tube configuration change that grounds the lead area cooling to the structure similar to the other cooling tube systems in the modular coils.  The new cooling tube configuration eliminates the problem found during this electrical test.  The A1 modular coil was then successfully retested to 7.5 Kv under this new configuration.  A Peer review was held to discuss the cooling tube issue and to make recommendations.  The Peer review committee was satisfied with the corrective actions but recommended that all of the modular coils be retested to 7.5 Kv with the new cooling tube configuration. 
 
 
 
[Reference: Peer Review was held on November 12, 2007]
	Text15: NCR 3734
	Text1: RLM
		2007-11-08T08:19:35-0500
	N/A




