WBS53 DAQI/O Cost Estimate - Day 0 Only

Rev 0: 16JANO1 PS

REV1: 26FEB02 PS

Rev 3: 01MAY02 PS

Rev 4: 04APR2003 PS

Rev 5: 11AUG2003

'SNS'
Operator Chassis & | Fiber Optic| FacClk 8 chan 4 chan | 16 chan | 16 chan
Diagnostic Station CPU & Network Event Timer/ 5MHz | 100 KHz | 10 KHz | 8 bits | 8 bits | 8 chan | 4 chan Misc. Ss
WBS Phase Diagnostic (PC) Rack PwrSup IIF Decoder | Counter Dig. Dig. Dig. Din Dout Ain Aout Cost Misc. Items Total

31 1 Magnetics | (Rog,flux,saddle,b-dot,diamag) 1 1 1 1 1 1 0 2 0 1 1 1 0 0 16.4
38 2 ECE Rad (e-beam,fluor-scrn,CCD) 1 2 1 1 1 1 0 0 2 1 1 1 1 5 FrameGrabber=$5K 21.3
Subsystem Totals $K 38

Total Units 2 3 2 2 2 2 0 2 2 2 2 2 1 5

CostIUnit($K) 2.5 0 25 1 1 1 3 3.5 3 0.6 0.3 0.5 0.9 1

M&S ($K) 5 0 5 2 2 2 0 7 6 1.2 0.6 1 0.9 5

Total $K 38




