Welcome to WinRDS 5.0.2
Below are some important notices to help you in the installation and setup of your CimCore arm. Please review them carefully.

Before Plugging in the Arm


If you have a CimCore USB arm, do not plug the arm into this PC until after you have installed the WinRDS software. See the document “Installation Instructions for CimCore USB Arm.pdf” which is on this CD for more information.
Infinite Arm Setup

Look under Start Menu|All Programs|Cimcore|WinRDS for the  “Infinite Setup Guide”. This document contains vital setup and troubleshooting information to help get your Infinite arm up and running smoothly.

Arm Utilities User Guide

For information about how to use your CimCore arm look into the “Arm Utilities User Guide” You’ll find a shortcut in “Start Menu|All Programs|Cimcore|WinRDS”


Before Installing
You must uninstall all previous versions of WinRDS.

*Note: For GridLOK, SpaceLOK and TooLOK users it is very important to back up your Armdata File Folder, They contain special files needed to run the system.

**Note: It is a good idea to leave all deleted files in the Recycle Bin until you are sure that everything is running correctly.

Installation of WinRDS 5.0.2
LoadArmData.exe is no longer needed. WinRDS handles the loading of arm data.

If using a 2000 series arm, first install WinRDS 5.0.2. Upon first run you will get a message to quit the application and run the "switcher.exe" program. This is located in the extras subfolder in the WinRDS home directory.

If using a 2000 arm which has been upgraded with DEN electronics, contact tech support for information.

WinRDS is normally installed in c:\program files\cimcore\winrds. However during the install process the user may select an alternative location. Many third party applications require that WinRDS be installed in a specific location. See your application’s installation guide for more details. 

For technical support call 1-800-218-7125
