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Konica-Minolta Vivid 9i Calibration Process

1 Purpose
To describe the procedure for calibrating the Konica-Minolta Vivid 9i 3d scanner.

2 Scope
This procedure applies to the Konica-Minolta Vivid 9i 3d scanner.

3 Defintions
None.

4 Responsibilities 
4.1 Training
It is the responsibility of 3dScanCo Management to assure all applicable employees are trained on this SOP.

4.2 Usage
It is the responsibility of each 3dScanCo employee using this procedure to follow each step of this SOP. 

5 EQUIPMENT

Konica-Minolta Vivid 9i 3dScanner – serial number 1001020

Konica-Minolta Vivid 9i 3dscanning artifact – serial number 1001020

6 Applicable Documents
SOP-02 Training

SOP-07 Konica-Minolta 9i Scanning Process

7 General Requirements
None.

8 Procedure
8.1 Calibration Stand Setup:

Place the calibration stand on the ground, use an area as level as possible.  If the ground is not level, use the feet and a level to ensure it is completely level.  Place the calibration artifact on the mounting bracket, and secure with the 4 provided screws.  Place the vivid 9i on stand, be sure the locating pins are located in the center of the mounting bracket.  

8.2 Power the scanner:

Find an electrical outlet and plug a surge protector into it.  Take the provided power cable and plug it into the scanner, then plug the other end into the surge protector.  After the scanner completes it’s boot sequence and it’s self tests remove the dust covers from the laser and camera ports.

8.3 Connect to the computer:

Connect the USB/SCSI cable to the computer and the scanner.  Once the cable is connected to the computer, power the computer on.  Be sure the computer is off when connecting the scanner, as connecting the scanner while the computer is on will cause the computer to crash.

8.4 Calibration:

Run the capture software (PET).  Once the software boots up, click the calibration button, and let the scanner run through its routine.  The capture software will display a result, if the result is not a success, re-level the stand and try the calibration again.  Continue to re-level and recalibrate until there is a calibration success.

8.5 Suggestions:

If you are having trouble calibrating, make sure the stand is completely level.  Make sure the calibration artifact is tightly secured using all 4 screws.  Check that the lens is secure and in the correct position in the scanner.

9 Attachments
None.

10 Revision History

	Revision Number
	Revision Date
	Reason for Revision

	1
	10/15/4
	Original release.

	2
	11/15/4
	Changed Minolta to Konica-Minolta
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